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Prelude 24 XL² / TL²
Prelude 24 Sixty² XL² / TL²

Prelude 24 XL² / TL²
Prelude 24 Sixty² XL² / TL²

14 14

36-47

EEA Euroclass A2-s1, d0
 EN 13501-1

EN 12667  
& ISO 8301

λ = 0.060 W/m K  3.3 kg/m2

85% 90% RH

600 x 600 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2614M
1200 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2615M

600 x 600 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2616M

Global White

FERIA UNPERFORATED
EDGE DETAIL

MODULE (mm)

BOARD TEGULAR

THICKNESS (mm)

SUSPENSION 
SYSTEMS
COLOURS

SUSTAINABILITY

ACOUSTICS

FIRE  
REACTION

OTHER 
PERFORMANCES 
& FEATURES

EN ISO 14021

EN ISO 354  
& EN ISO 11654

EN ISO 10848-2  
& EN ISO 717-1

EN ISO 140-3  
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Unperforated 32 dB - 0.15(L) E 0.15 0.30 0.25 0.15 0.10 0.10 0.20


