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Properties Symbol Unit Tolerance Standard

Material - - - EN 13162

Density d kg/m3 +/-10% -

Width W mm +/-1,5% EN 822

Length L mm 24000 18000 15000 900 7500 +/-2% EN 822

Thickness t mm 30 40 50 80 100
-5 or -%5,

(**)
EN 823

Facing - - - -

Fire Behaviour - - - EN 13501-1

Thermal Conductivity        
(10 °C)

λd W/mK -
EN 12667                          
EN 12939

Thermal Resistance (100C) Rd m2K/W 0,65 0,90 1,15 1,85 2,30 - -

Max. Service Temperature - oC - ASTM C 447-85

Specific Heat * c kJ/(kg.K) - EN 12524

Parting Strength - gf/g - ASTM C 686

Dynamic Elasticity * Edyn kN/m2 - DIN 52214

Absorbtion of Humidity - % by wt - ASTMC553-70

Packaging Material - - - -

Application Area

Remarks

*  Literature Value.
** it is taken biggest absolute value at minus tolerance and smallest absolute value at plus tolerance

İzocam Glasswool Products are manufactured under the licence of Saint Gobain Isover.
İzocam Glasswool Products are manufactured in İZOCAM Tarsus Glasswool Plant having ISO 9001, ISO 14001 and 
OHSAS 18001 Management System Certificates.
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0,043

For general thermal and acoustical insulation applications. Product dimensions can be changed depends on 
customer requirements.

PE Film

< 1.8
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Description

TECHNICAL DATA SHEET

GLASSWOOL BUILDING BLANKETS - GF 13-0

Glasswool

13

1200

Unfaced

A1

 


