POWER-TEK FM 040-060 / ALU
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DESCRIPTION OF PRODUCT
Power-teK FM040-060 ALUis a non-
combustible Mineral Wool felt mat.

APPLICATIONS
Felt Mats are recommended for insulation in
difficult accessible cavities in construction,
equipment and industrial plants:

Piping (elbowrs, fittings)

Non-regular units

Fill material for mattresses
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with alu-facing
CERTIFICATIONS

Product properties | Reference  Description/specifications Unit Standard
Reaction tofire - Al - EN13501-1
Maximum ser vice temperature ST(+) 250 (recommended) °C -
Service temperature aluminium facing - =80 °C -
Water soluble chlorideions (AS quality) - <10 ppm EN13468
Water absorption A =10 kg/mmt EN1609
Water vapour diffusionresistance n 1 - EN14303
Water vapour diffusionequivalentairlayer s, =200 m EN12086
thickness*
Melting point of fibres 9 =1000 °C DIN 4102-17
Specific heat capacity C, 1030 1/(kgK) ENIS0 10456
Silicone-free fibres - No emissions by lacquering disturbing substances - -
* Foralu-faced product. The technical details are for information only. Please refer to the data sheet for complete current details. wwwki-ts.com
Power-teK Thermal conductivityat 10°C Density in kg/m’ Designationcode DOP-No.

in W/(mK) acc. to EN12667 acc.to EN1602 www.dopkicom
FM 040 / ALU 0,037 ca 40 MW-EN13162-T2- WS- AFS R43051P
FMO050/ALU 0,035 ca. 50 MW-EN13162-T2- WS-AF10 R4305LP
FM 060 / ALU 0,035 ca 60 MW-EN13162-T2-WS- AF15 R4305LP

Also available withah facing.

;gg&;fmfiﬂt;;ifq“e“ Length x Width x Thickness (mm) i/ Roll me/pallet
Rolls/pallet= 45 pes. 6000 x500* %30 3,00 135,00

5500 x500* x40 2,75 123,75

4000 x500* x50 2,00 90,00

3500 x500* x 60 175 78,75

3500 x500*x70 175 78,75

3000 x500* x 80 150 67.50

2500x500*x90 125 56,25

2500x500*x100 125 56,25

12000 X500 x120 1100 45,00
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