THERMO-TEKLM PRO ALU

with ECOSE @
e

DESCRIPTION OF PRODUCT

Thermp-teKLM Pro ALUis a Mineral Wool
mat with tear-resistant, glass fibre reinforced
aluminium foil adhered to one side of Mineral
Woolstrips, which are perpendicular to

the contact surface. This results in good cormn-
pressive strength and flexibility for good
workability.

Thermo-teKLM Pro ALU s non-combustible,
Class Al

APPLICATIONS
Thermo-teK LM Pro ALU is used for heat
insulation of industrialinstallations, heat
and sound insulation of:
Pipes
Components e.g. elbows, T-pieces etc.
Valves & flanges
Air duct insulation - circular
Air duct insulation - rectangular
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Properties Reference Description/specifications Unit Standard
Reactionto fire - Al - EN13501-1
Thermal conductivity 9 40 | 50 100 150 200 250 °C EN12667
s 0,042 | 0,044 0,054 0,067 0,083 0,104 | W/(mK)
Maximumservice ST(+) 250 °C EN14706
temperature
Service temperature - =80 °C -
aluminium facing
Water soluble chloride ions - =10 ppm EN13468
(AS quality)
Density p ca. 40 kg/mt EN1602
Water absorption w, =10 kg/mt EN160S
Water vapour diffusion S, =200 m EN12086
equivalent air layer thickness
Melting point of fibres 9 =1000 °C DIN 4102-17
Silicone-free fibres - No emissions by lacquering disturbing substances - -
Specificheat capacity Cp 1030 1/(kgK) ENIS0 10456
Designationcode - MW-EN14303-T4-ST(+)250 -WS1-MV2—-CL10 - EN14303
The technicaldetails are for information only. Please refer to the data sheet for complete current details. wwwiki-ts.com
* Fixed lengths onrequest = : 3 =
** PU = packagingunit (PU = 2 rolls with width500 mm) Length” x Width X Thickness (mix) e T
8000 x500/1000 x30 8,00 120,00
6000 x500/1000 x40 6,00 90,00
5000 x500/1000 x50 500 75,00
4000 x500/1000 x 60 - -
3000 x500/1000 x 80 - -

2500 x500/1000 x100

Insulation thickness > 50 mm upon request
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